
Installation Instructions for the Screen Protector of 
the Apple Watch: 
Apple Watch 38mm, Apple Watch 42mm 

Our Tip: Have a look at the installation video of your Apple Watch 
Screen Protector at: https://youtu.be/clvwFsRzZRw 
 
Step 1 
Unpack the GLAZ-screen protector for the Apple Watch and the supplies.  
Well use the alcohol cloth to clean your Apple Watch. Rub thoroughly over the front 
and the corners of the Apple Watch. Please note in particular to clean thoroughly brand 
new devices. 
Well use the microfiber cloth for cleaning your display. 
Pull the sticker (dust absorber) and go with the adhesive side over the display. 
Replicate this step until the display is removed from any dust. Make sure that you do 
not touch the display with your fingers again! 
 
Step 2 
Now you can pull the protective foil of the screen protector. 
As the little screen protector needs to provide a high adhesive 
strength, therefore the protective foil is in this case quite tight.  
If the protective foil cannot be removed immediately, please operate 
as follows:  
Remove the little red sticker carefully from the entire foil and position 
it to the left upper edge by simply replacing it higher. Stroke tightly 
the sticker properly with the finger to the side (go with your 
fingernail in the rounding) and then remove sensitively the 
protective foil afterwards. 

Step 3 
Check again if the display is removed from any dust. 

Step 4 
Well place the screen protector carefully, so that the edges fit 
exactly on the corners of the display. Please do not press the screen 
protector immediately but check quickly beforehand the position 
especially on the corners. 
Have a look at the side of your Apple Watch (transition front and 
back / display) in particular and check that the screen protector is 
on both opposing sides really sitting completely even and the 
distance to the housing is in the same line (not twisted). 

Step 5 
Please DO NOT push the screen protector simply tight, but  
follow the instruction:    
The screen protector for your Apple Watch has a high adhesive 
effect. For this reason it is important not to push the edges tightly and 
therefore enclose possible bubbles in the centre. Take the little fixing tool and 
start with the fixing on the top right. Run the tool over the complete right side 
of the display and press against it. After that press with the tool the lower side 

https://youtu.be/clvwFsRzZRw


till the left edge and then the left side upwards. Make sure with this movement 
to manage the bubbles from the centre outwards. When the screen protector 
is flawless and sits especially bubble-free, press with 
the little tool circa 3 minutes with heavy pressure over the complete display 
and the corners. As outlined in Figure 1 and 2. Try not to harm the screen 
protector with the tip of the tool. 
  
Step 6 
You have the screen protector installed and there are still  
little bubbles underneath? 
Heat up the screen protector with a hairdryer at the distance of 15-20 cm circa 1 to 2 minutes.  
The screen protector has to be really warm. 
Don´t worry, if you heat up the screen protector. Nothing can go wrong with the Apple Watch. When you sit in 
the beer garden with intense sunshine then the apple watch gets heated up even more. Apple says that the 
Apple Watch can be kept until 45 °C ambient temperature. 
Moreover the automatic warning is showing you if it gets overheated. 
Heat up the screen protector with a hair dryer at the distance of 15-20 cm circa 1 to 2 minutes. Go then 
with your fingernail beneath the screen protector and lift that carefully and slowly until the bubbles 
disappear. 
Take the little fixing tool und start installing the top right. Run the tool over the complete right side of 
the display and push it down. After that run the tool in the lower side until the left edge and then the 
left side upwards. Make sure with this movement to manage the bubbles from the centre outwards. 
When the screen protector is flawless and sits especially bubble-free, press with 
the little tool circa 3 to 4 minutes with heavy pressure over the complete display and the 
corners. As outlined in Figure 4 and 5. Try not to harm the screen protector with the tip of the tool. 
The Apple Watch has to be lay down in a cool room for 12 hours and let it rest. 

Now all the bubbles should be disappeared. 

 

Step 7 
You installed the screen protector, however this is not at the centre of the 
display and is placed over the side? 
When you notice after the installation that you did not put the screen protector at 
the center and it placed over the side then bubbles can be developed over a period 
of time. In this case you can completely heat up the screen protector with a hair 
dryer at the distance of 15-20 cm circa 1 to 2 minutes and then pull it carefully. 
After that start the installation with the step 3 once again. 
Please pay attention that no dust arises on the screen protector. 

If you have any questions or you are dissatisfied with the product, so write us simply an email to 
info@glaz-displayschutz.de (gladly with pictures of the complaint and stating the order number) or call 
us simply. 
Our friendly customer service is there for you from Monday until Thursday from  
8 am until 4 pm and on Fridays from 8 am until 2 pm to help you out.
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